
MONTANA BIG SKY™ 
3.5 LOW VOC  
PRODUCT SYSTEM

QUALITY COATINGS. AFFORDABLE PRICE.

AN AXALTA COATING SYSTEMS BRAND



Axalta Coating Systems is a leading global coatings company dedicated solely to the development, manufacture 
and sale of liquid and powder coatings. Axalta products increase durability, enhance productivity and add 
beauty. We have developed paint systems for over 150 years which are designed to improve processes, 
maximize productivity, and deliver world class fi nishes that exceed our customer’s expectations. 

Our focus in our global markets 
involve our commitment to 
operating our business in a way 
that allows us to keep our promises 
to our customers and is essential 
in responding effectively to 
their needs. 

Our wide geographical coverage enables us 
to identify and respond swiftly to new trends 
and opportunities.

Partnering for Mutual Value

Global Network

Advanced R&D Capabilities
As an Axalta Coating Systems Brand, we have gained 
access to new manufacturing and research and 
development capabilities. We are leading the way 
and continuing to work on innovative ranges of high 
quality products for now and generations to come.

Our dedication in developing and building meaningful partnerships 
is part of a shared journey to create a better future for Axalta Coating 
Systems and all of our partners. We are working in a collaborative 
effort to provide turn-key solutions to shared problems that 
inspire innovation and mutual value creation. 

Today we are building bridges to create a strong foundation for 
success with our customers and suppliers because working together, 
we can do so much more.
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Basecoat
Mix Ratio: 1:1

Components:
Montana Big Sky 
3.5 Low VOC Basecoat

LR65, LR75, LR85 or LR95 
Basemaker

VOC: 3.5 lbs/gal
 420 g/l 

Montana Big Sky 3.5 Low VOC Basecoat is a VOC-compliant refi nish system at 420 grams/liter (3.5 lbs/gal) for use in 
regulated areas. The complete system is formulated to deliver the technology which allows shops to adhere to specifi c 
environmental legislation while still maintaining superior performance and durability. 

The Montana Big Sky 3.5 Low VOC Basecoat System contains 49 liquid toners and 20 powder pearls. It features a wide 
range of solid, metallic, pearl and special effect colours and is designed to deliver high gloss, precision colour match, superior 
metallic orientation, and excellent fl ow characteristics. Full coverage may be achieved with fewer coats which can lead to 
increased productivity to save time and money. Ease of application and blendability makes this basecoat an excellent choice 
for spot, panel, multi-panel and overall repairs.

Montana Big Sky 3.5 Low VOC Basecoat is specifi cally designed to spray like national rule solvents allowing shops to use the 
same equipment, processes and spraying techniques.

PE1500™

2K 2.1 VOC 
Speed Clearcoat 
Mix Ratio: 4:1

Components:
MP1575™ or MP1585™

2K Speed Clearcoat Hardener

Optional 10% Reduction: 
TH035™, TH036™ or TH037™

Zero VOC Urethane Reducer

VOC: 2.1 lbs/gal
 251.64 g/l

2 pack, Speed Clearcoat designed for small 1-2 panel application over properly applied basecoat colour. This two-component 
clearcoat has fast setting dust free times and delivers outstanding gloss retention with low overspray. Targeted for high 
production collision centers, it offers the speed for faster turnaround and increased productivity by maximizing vehicle 
throughput without the need to bake. PE1500™ may be polished as soon as ¾ - 1 hour and is 2.1 VOC-compliant making it 
ideal for customers in low VOC regulated areas.

L90
Blending Additive

A specialized product, designed for hard to control metallic colours, tri-coats, and wet beds. This blending additive is 
specifi cally formulated to be intermixed with Montana Big Sky 3.5 Low VOC Basecoat. L90 blender is not intended for use as 
a durable topcoat clear and must be over-coated with a clearcoat.

Montana Big Sky™ 
3.5 Low VOC Basecoat System
Our 3.5 Low VOC Basecoat System is formulated to deliver the technology 
which allows shops to adhere to specifi c environmental legislation 
while still maintaining superior performance and durability. Key product 
categories include undercoats, colourants, clearcoats, solvents and 
accessory items to meet a wide variety of refi nishing needs. 

Part # Description UPC Case Quantity
L90-G Blending Additive 1250092964 4

Part # Description UPC Case Quantity
PE1500-G 2K 2.1 VOC Speed Clearcoat 842027102691 4
PE1500-Q 2K 2.1 VOC Speed Clearcoat 842027102707 12

Montana Big Sky 3.5 Low VOC Basecoat was designed with the ability to deliver precise colour match with 
optimal performance, durability and value making this basecoat in a class of its own. Our basecoat features 
the productivity and effi ciency shops demand while delivering a beautiful, fl awless fi nish. We have 
redefi ned colour with a smart, simple low VOC refi nish solution and the sky’s the limit!

Montana Big Sky 2.1 VOC Clearcoats are formulated to deliver a deep, glossy shine to enhance your 
automotive appearance. The line offers a variety of clearcoats from spot and panel clears to those 

designed for fast overall repairs. Our clearcoats feature excellent fl ow and leveling, durability, chemical 
resistance and great buffability characteristics. 

CLEARCOAT

SPOT & PANEL REPAIR

COLOUR

• Utilizes Same Equipment, Processes and 
Spray Techniques as National Rule Solvent

• Helps Shops Operate at Optimum Effi ciency
• Excellent Coverage

• Fast Dry Times
• Great Metallic Control
• Excellent Colour Holdout
• Strong Intercoat Adhesion

Features and Benefi ts:

• No-Flash Application Increases Productivity
• 45-60 Minute Polish Boosts Vehicle Throughput

• Dust Free in 10-15 Minutes
• Excellent Gloss and DOI

Features and Benefi ts:
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URETHANE REDUCER

BASEMAKER

SINGLE, MULTI-PANEL & OVERALL

CRV21™

2K 2.1 VOC 
Urethane 
Crystal Clear 
Clearcoat

Mix Ratio: 4:1

Components:
CRV21AF™, CRV21AM™ 
 or CRV21AS™

2K 2.1 VOC Crystal Clear 
Hardener

VOC: 2.1 lbs/gal
 251.64 g/l

Two-pack, 2.1 VOC compliant, medium solids clearcoat that provides excellent fl ow and leveling, rich gloss, good durability 
and chemical resistance. Montana Big Sky CRV21™ Clearcoat ensures a proper fi lm build after application of only two full 
coats resulting in savings in both application time and product usage. Provides excellent UV protection and has great next day 
buffability while meeting 2.1 VOC compliance. Specifically designed for complete resprays and panel repairs over Montana Big 
Sky 3.5 Low VOC Basecoat.

TH035™ 

TH036™

TH037™

Zero VOC 
Urethane Reducer 
VOC: 0.0 lbs/gal
 0.0 g/l

Zero VOC Urethane Reducers designed to provide optimum fl ow, blending and leveling while maintaining required VOC-
compliance for both United States and Canadian guidelines. TH035™, TH036™ & TH037™ reducers are formulated to ensure 
the highest degree of gloss and overall performance for your paint job.

LR65
LR75
LR85
LR95
Basemaker 
VOC: 0.0 lbs/gal
 0.0 g/l

A basecoat reducer designed to provide optimum fl ow and leveling while providing excellent metallic control. Various 
temperature ranges are available to address changing environments. Specifi cally formulated for use with the Montana Big Sky 
3.5 Low VOC Basecoat to provide the highest degree of performance. 

PE2300™

2K 2.1 VOC 
Acrylic Urethane 
Clearcoat 
Mix Ratio: 2:1

Components:
MP2365™, MP2375™,
 MP2385™ or MP2395™ 
2K 2.1 VOC Acrylic Urethane
 Clearcoat Hardener

Optional 10% Reduction: 
TH035™, TH036™ or TH037™

Zero VOC Urethane Reducer

VOC: 2.1 lbs/gal
 251.64 g/l

2 Pack, medium solids clearcoat that provides a deep rich gloss with premium durability. PE2300™ is a quality, urethane 
clearcoat that offers the versatility needed for single, multi-panel and overall refi nishing, while providing quick delivery and ease 
of use. PE2300™ is a 2.1 VOC-compliant clearcoat.

Part # Description UPC Case Quantity
CRV21-G 2K 2.1 VOC Urethane Crystal Clear Clearcoat 842027102059 4
CRV21-Q 2K 2.1 VOC Urethane Crystal Clear Clearcoat 842027102066 12

Part # Description UPC Case Quantity
TH035-5 Fast Zero VOC Urethane Reducer 842027103247
TH035-G Fast Zero VOC Urethane Reducer 842027103254 4
TH035-Q Fast Zero VOC Urethane Reducer 842027103261 12
TH036-5 Medium Zero VOC Urethane Reducer 842027103278
TH036-G Medium Zero VOC Urethane Reducer 842027103292 4
TH036-Q Medium Zero VOC Urethane Reducer 842027103285 12
TH037-5 Slow Zero VOC Urethane Reducer 842027103308
TH037-G Slow Zero VOC Urethane Reducer 842027103315 4
TH037-Q Slow Zero VOC Urethane Reducer 842027103322 12

Part # Description UPC Case Quantity
LR65-3.5 Basemaker Fast 842027103254 4
LR75-3.5 Basemaker Medium 842027103261 4
LR75-001 Basemaker Medium 842027103278 12
LR85-3.5 Basemaker Slow 842027103292 4
LR85-001 Basemaker Slow 842027103285 12
LR95-3.5 Basemaker Very Slow 842027103308 4

Part # Description UPC Case Quantity
PE2300-5L 2K 2.1 VOC Acrylic Urethane Clearcoat 842027104923 4

• Excellent Flow and Leveling
• Easy Application 

• 2.1 VOC
• Rich Gloss

Features and Benefi ts:

• Deep Rich Gloss
• Premium Durability
• Quick Delivery

• Ease of Use
• Panel, Multi-Panel and Overall 

Refi nishing

Features and Benefi ts:

Montana Big Sky 3.5 Low VOC System offers Zero VOC Urethane Reducers available for use with the 
basecoat, clearcoats and undercoats. Our reducers are designed to provide optimum fl ow, blending, and 

leveling adding a high degree of gloss and overall performance to any paint job. Available in fast, medium 
and slow temperature ranges.

SOLVENT

LOW

V O C

2.1

LOW
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ZERO

V O C

0.0
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SURFACER/SEALER

PS3401™

PS3403™

PS3405™

2K 2.1 VOC 
DTM Primer Surfacer 
Mix Ratio: 
4:1:1 Normal Build Surfacer
4:1:½ High Build Surfacer

Components:
PA3400M™ or PA3400S™

2K 2.1 VOC DTM Activator 

Optional 10% Reduction: 
TH035™, TH036™ or TH037™

Zero VOC Urethane Reducer

VOC: 2.1 lbs/gal
 251.64 g/ll

2 pack non-isocyanate, chromate-free, direct to metal primer that provides optimum adhesion with excellent corrosion 
protection on bare metal and OEM substrates. Designed for use as a medium or high build primer-surfacer that easily sands 
by hand or machine. PS3401™, PS3403™ and PS3405™ primers may be blended to achieve various shades of gray and offer 
superior colour holdout and gloss retention for fast, high quality fi nishes. 

Part # Description UPC Case Quantity
PS3401-G 2K 2.1 VOC DTM Primer Surfacer White 842027102981 4
PS3401-Q 2K 2.1 VOC DTM Primer Surfacer White 842027102998 12
PS3403-G 2K 2.1 VOC DTM Primer Surfacer Gray 842027103001 4
PS3403-Q 2K 2.1 VOC DTM Primer Surfacer Gray 842027103018 12
PS3405-G 2K 2.1 VOC DTM Primer Surfacer Black 842027103025 4
PS3405-Q 2K 2.1 VOC DTM Primer Surfacer Black 842027103032 12

• Optimum Adhesion
• Excellent Corrosion Protection
• Superior Colour Holdout

• Easy to Sand
• Achieves Various Shades of Gray

Features and Benefi ts:

LOW

V O C

2.1

PS5011™

PS5012A™

PS5015™

2K 2.1 VOC 
Urethane Primer 
Mix Ratio: 4:1 Primer
 4:1:1 Sealer

Components:
PS5012B™

2K 2.1 VOC Primer Hardener

Optional 10% Reduction: 
TH035™, TH036™ or TH037™

Zero VOC Urethane Reducer

VOC: 2.1 lbs/gal
 251.64 g/ll

2 pack, high-build primer designed for fast, easy sanding and provides excellent colour holdout. PS5011™, PS5012A™ and 
PS5015™ may be blended to optimize hiding and can be mixed to achieve various shades of gray. This primer is chromate free 
and offers the versatility of being used as a primer-surfacer or sealer when reduced as directed. 

Part # Description UPC Case Quantity
PS5011-G 2K 2.1 VOC Urethane Primer White 842027103100 4
PS5012A-G 2K 2.1 VOC Urethane Primer Gray 842027103117 4
PS5012A-Q 2K 2.1 VOC Urethane Primer Gray 842027103124 12
PS5015-G 2K 2.1 VOC Urethane Primer Black 842027104961 4

• Optimum Adhesion
• Excellent Corrosion Protection
• Superior Colour Holdout

• Easy to Sand
• Use as a Primer or Sealer
• Achieves Various Shades of Gray

Features and Benefi ts:

LOW

V O C

2.1

The Montana Big Sky 2.1 VOC undercoat range offers a variety of primer options which include urethane 
primers, high-build surfacers and sealers. These user-friendly primers offer durability, protection, corrosion 

resistance and provide excellent colour holdout and adhesion for topcoat applications. Montana Big Sky 
undercoats offer product performance at a competitive value – creating a smooth, strong foundation to 
build upon for a great fi nish. 

Our line offers a great selection of automotive accessories including surface cleaner, specialty additive and 
edge blender at low everyday prices. We are here to help you choose the best option for your needs!

UNDERCOAT

ACCESSORY

SURFACER

SURFACE CLEANER

BASECOAT THINNER

LB230
Basecoat Thinner 
VOC: 0.0 lbs/gal
 0.0 g/l

A high quality basecoat thinner that can be used for small to complete overall automotive collision repairs.

Part # Description UPC Case Quantity
LB230-G Basecoat Thinner 1250092967 4

TH5953™ 

Zero VOC 
Surface Cleaner 
VOC: 0.0 lbs/gal
 0.0 g/l

A ready to use, 0.00 lbs./gal VOC Surface Cleaner that is medium-drying and designed to remove tar, wax, oil, grease, road 
grime, silicone, and surface contaminants. This user-friendly, versatile cleaner can be used on bare metal without concern for 
immediate fl ash rusting and plastic to minimize static build-up. TH5953™ dries quickly and is great for use prior to sanding, 
performing bodywork or while pre-cleaning prior to applying topcoats.

ZERO

V O C

0.0

• Zero VOC
• Optimum Performance
• Fast Drying

• Ideal Strength for Both Pre-Clean 
and Pre-Topcoat Cleaning

• User-Friendly

Features and Benefi ts:

Part # Description UPC Case Quantity
TH5953-G Zero VOC Surface Cleaner 842027104732 4
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USE WITH PE1500™

USE WITH CRV21™

USE WITH PE2300™

SPECIALTY ADDITIVE

EDGE BLENDER

Part # Description UPC Case Quantity
MP1575-Q 2K Speed Clearcoat Hardener Medium 842027102219 12
MP1575-8 2K Speed Clearcoat Hardener Medium 842027102226 12
MP1585-Q 2K Speed Clearcoat Hardener Slow 842027102233 12
MP1585-8 2K Speed Clearcoat Hardener Slow 842027102240 12

Part # Description UPC Case Quantity
CRV21AF-Q 2K 2.1 VOC Crystal Clear Hardener Fast 842027102004 12
CRV21AF-8 2K 2.1 VOC Crystal Clear Hardener Fast 842027101946 12
CRV21AM-Q 2K 2.1 VOC Crystal Clear Hardener Medium 842027102028 12
CRV21AM-8 2K 2.1 VOC Crystal Clear Hardener Medium 842027102011 12
CRV21AS-Q 2K 2.1 VOC Crystal Clear Hardener Slow 842027102042 12
CRV21AS-8 2K 2.1 VOC Crystal Clear Hardener Slow 842027102035 12

Part # Description UPC Case Quantity
MP2365-2.5 2K 2.1 VOC Acrylic Urethane Clearcoat Hardener Fast 842027104794 4
MP2375-2.5 2K 2.1 VOC Acrylic Urethane Clearcoat Hardener Medium 842027104800 4
MP2385-2.5 2K 2.1 VOC Acrylic Urethane Clearcoat Hardener Slow 842027104817 4
MP2395-2.5 2K 2.1 VOC Acrylic Urethane Clearcoat Hardener XSlow 842027106323 4

Our range of hardeners have been specifi cally designed to suit all shop conditions and shop 
requirements in combination with their companion Montana Big Sky 2.1 VOC undercoats and 
clearcoats. The range features the following hardener speeds: Fast, Medium, Slow and Extra 
Slow for all possible applications from spot to panel to overall. 

HARDENER

SP40™ 

Universal Matting Base 
VOC: 0.0 lbs/gal
 0.0 g/l

Universal Matting Base specifi cally formulated for use ONLY in the Montana Big Sky range as a post addition additive. SP40™ 
can be mixed with Montana Big Sky 2.1 VOC Clearcoats to achieve a range of fi nishes including fl at, matte or semi-gloss. To 
achieve the desired level of gloss reduction, refer to the SP40™ UNIVERSAL 2.1 VOC MATTING BASE document for proper 
mix ratios.

TH01000™ 

Edge Blender 
VOC: 0.0 lbs/gal
 0.0 g/l

Ready-to-spray, fuel resistant blending agent designed to melt-in the blend edge of Montana Big Sky branded basecoat and 
clears. TH01000™ specialty agent was designed to help hide the blend edge where a full panel refi nish cannot be performed.

• User-friendly
• Provides Various Gloss Levels

Features and Benefi ts:

• Ready to Spray
• Apply 1-2 Coats

• Melts in the Blend Edge
• Easy Clean Up

Features and Benefi ts:

Part # Description UPC Case Quantity
SP40-Q Universal Matting Base 842027103223 12

Part # Description UPC Case Quantity
TH01000-G Edge Blender 842027103230 4
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Colour Chart 
and System Guide
We provide an installation package with every Montana Big Sky 
3.5 Low VOC System. Our Basecoat Colour Chart and System Guide 
include technical and colour information commonly needed to support 
you in the use of our Montana Big Sky 3.5 Low VOC Basecoat. Our 
user-friendly wall charts make it easy for customers to fi nd product 
and colour information at a quick glance. 

Professional 
Colour Selector
• 3,618 swatches in chromatic sequence
• Wall-mounted cabinet
• Linked to colour formula software system
• New laminated swatches to prevent solvent 

ingress and improve durability

CENTER SECTION

This section represents the toner’s main color family and strength. A 

dark center will indicate a stronger toner while a light or medium center 

will represent moderate strength toners. 

SIDE PANELS

These panels represent a color’s specific cast. Colors will shift in one of 

two directions; either right or left of the main color according to the color 

wheel. Exceptions will be black, white, greys and metallic. 

TOP PANEL

This area will determine if the toner has a “Clean” or “Dirty” appearance 

from the face.

FLOP
This area will show the toner’s cast or color shift viewed from a side angle. 

STRENGTH OF FLOP

This arrow represents the strength of the flop. A dark arrow represents 

as strong flop, while a lighter arrow represents a less intense flop. An 

arrow with an “X” indicates no flop.
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BLACKS       
      W

HITES       
        

PEARLS

CODE
BASE COLOR

TYPE
TONE FLIP

COLOR DESCRIPTION

L100
Jet Black

Black

–

–
–

Strong.

LT10
HS White

White

Strong
–

–

For solid colors only.

LT11 
LS White

White

Semi -Transparent –
–

Use sparingly in metallics and effects to 

lessen the brightness.

LT12
Bright White

White

Transparent
–

–

Yellowish face with weak blue side tone.

LT13
HS Black

Black

Strong
–

–

Slightly dirtier black.

LT14
LS Black

Black

Weaker
–

–

Tinting black.

LT20
Red Violet

Blue

Strong
Purple

Purple

Purple face and side tone in solid and 

effects.

LT21
Blue

Blue

–

Red
Weak Red

Produces a desaturated red cast face and 

side tone.

LT22
Red Shade Blue

Blue

–

Red
Weak Green

Red face and side tone.

LT23
Transparent Blue

Blue

Transparent
Green

Green

Greenish face and side tone.

LT24
Reddish Blue

Blue

–

Red
Red

Red face and side tone.

LT25
LS Blue

Blue

Transparent
Red

Weak Blue
Weaker red face and side tone.

LT26
Deep Blue

Blue

_

Red
Weak Green

Red face with weaker green side tone.

LT28
Violet

Dark Blue

_

Purple
Blue Purple

Blue purple face and side tone.

LT29
Magenta

Red

_

Blue Red
Red

Blue red face and side tone. Redder in 

metallic and effect colors.

LT30
Transparent 

Maroon

Red

Transparent
Red Brown Red Brown

Red brown face and side tone.

LT31
Red Oxide

Red

–

Red Yellow Red Yellow
Red yellow face with red yellow side tone.

LT32
Light Red

Red

–

Brown
Brown

Brown face and side tone.

LT33
Transparent 

Brown

Red Green

Transparent
Pink Brown Pink Brown

Reder pink brown face and side tone. 

Yellow flop in effects.

LT34
Mid Red

Red

–

Red Blue
Red Blue

Red blue face with red blue side tone.

LT35 
Scarlet Red

Red

Solid Only
Red

Red

Reder red face and side tone.

LT36
HS Yellow Oxide

Yellow

–

Yellow Red Weak Green
Desaturated yellow red face and side tone. 

Green in effects.

LT37
Transparent Red

Red

Transparent
Blue Red

Weak Blue Red
Blue red face with blue red side tone for 

effects colors only.

LT38
LS Yellow Oxide

Yellow

Semi -Transparent Yellow Red Weaker Green
Desaturated yellow red face and side tone. 

Green in effects.

LT39
Yellow Shade Red

Red

–

Yellow
Yellow

Orange face and side tone solids, metallic 

and effect colors.

CODE
BASE COLOR

TYPE
TONE FLIP

COLOR DESCRIPTION

LT40
Red Shade 

Orange

Red

Solid Only
Red

Red

Reder red face and side tone.

LT41
Orange

Red

Semi -Transparent Red
Red

Red face and side tone in solids. Green side 

tone in effects.

LT42
Yellow Oxide

Yellow

–

Green
Red

Green face and reddish side tone.

LT43
Fast Yellow

Yellow

–

Weak Red Weak Red
Weak red yellow face with weak red yellow 

side tone.

LT44
Transparent 

Yellow

Yellow

Transparent
Red

Red

Reder red face and side tone.

LT45
Greenish Yellow

Yellow

–

Green
Green

Green face and side tone. Use sparingly in 

effect colors.

LT46
Yellow Shade 

Green

Yellow

–

Yellow
Yellow

Green yellow face and side tone in solids, 

metallics and effect colors.

LT47
Green

Green

–

Yellow
Green

Yellow green face and side tone.

LT48
LS Green

Green

Semi -Transparent Blue Green Blue Green
Weak blue green face and side tone. 

LT49
Bluish Green

Green

–

Blue Green Blue Green
Blue green face with blue green side tone.

LT50
Fine Silver

Silver

Fine

–
–

Lightens side tones.

LT51
Medium Silver

Silver

Medium
–

–

Brightens face while lightening the side 

tone.

LT52
Sparkle Silver

Silver

Sparkle
–

–

Brightens face while slightly lightening the 

side tone.

LT53
Quartz Silver

Silver

Quartz
–

–

Brightens face while making side tone 

darker. 

LT54
Brilliant Silver

Silver

Brilliant
–

–

Lightens side tone slightly more than LT51.

LT55
Flop Adjuster

–

Flop

–
–

Used to lighten side tone.

LT56
Bright Silver

Silver

Bright
–

–

Brightens face and darkens side tone.

LT57
Large 

Flake Silver

Silver

Large
–

–

Dirty face. Lightens side tone.

LT58
Large Flake Bright 

Silver

Silver

Large Bright
–

–

Brightens face and darkens side tone.

LT59
Gold Flake Silver

Silver

Gold

–
–

Yellow gold face and side tone.

LT60
Orange  

Flake Silver

Silver

Orange
–

–

Orange red face and side tone.

*** Use pearls to lighten colors but may slightly darken flop. Use flop control to lighten flop.

**** Use EFX toners to increase brightness and richness of color.

3.5 LOW VOC BASECOAT

COLOUR CHART

LT14
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BLACKS       
      W
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BLACKS       
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HITES       
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BLACKS       
      W

HITES       
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COLOR DESCRIPTION

Weak Red

Weak Green

Green

Red

Weak Blue

Weak Green

Blue Purple

Red

Red Brown

Red Yellow Red Yellow

Brown

Pink Brown Pink Brown

Red Blue
Red Blue

Red
Red

Yellow Red

Blue Red

Yellow Red 

Yellow PA3400M™ 2K 2.1 VOC  
DTM Activator Medium
63 - 72°F / 17 - 22°C

PA3400S™ 2K 2.1 VOC  
DTM Activator Slow
73°F + / 23°C +

PS5012B™ 2K 2.1 VOC  
Primer Hardener
75 - 80°F / 23 - 27°C

PRIMER HARDENERS
MP1575™

Panel Repair
Multi-Panel

2K Speed Clearcoat  
Hardener Medium
60 - 80°F / 15 - 26°C
60 - 75°F / 15 - 23°C

MP1585™

Panel Repair
Multi-Panel

2K Speed Clearcoat  
Hardener Slow
75 - 100°F  / 23 - 38°C 
75 - 95°F / 23 - 35°C

MP2365™ 2K 2.1 VOC Acrylic Urethane Hardener Fast
63 - 75°F / 17 - 23°C

MP2375™ 2K 2.1 VOC Acrylic Urethane Hardener Medium
75 - 85°F  / 23 - 29°C

MP2385™ 2K 2.1 VOC Acrylic Urethane Hardener Slow
85°F + / 29°C +

MP2395™ 2K 2.1 VOC Acrylic Urethane Hardener XSlow
95°F + / 35°C +

CRV21AF™ 2K 2.1 VOC Crystal  
Clear Hardener Fast
63 - 80°F / 17 - 26°C

CRV21AM™ 2K 2.1 VOC Crystal  
Clear Hardener Medium
75 - 88°F  / 23 - 31°C

CRV21AS™ 2K 2.1 VOC Crystal  
Clear Hardener Slow
75 - 95°F / 23 - 35°C

CLEARCOAT HARDENERS

TH035™ Zero VOC Reducer Fast
65 - 78°F / 18 - 25°C

TH036™ Zero VOC Reducer Medium
70 - 85°F / 21 - 29°C

TH037™ Zero VOC Reducer Slow
85°F + / 29°C +

LR65 Basemaker Fast
65 - 75°F / 18 - 24°C

LR75 Basemaker Medium
70 - 80°F / 21 - 27°C

LR85 Basemaker Slow
75 - 90°F / 24 - 32°C

LR95 Basemaker Very Slow
85 - 100°F / 29 - 38°C

3.5 LOW VOC BASECOAT
SYSTEM GUIDE

MIX BY VOLUME APPLICATION DRY TIME GUN SETUP

Normal Build Surfacer/Sealer:
PA3400M™/PA3400S™ 2K 2.1 VOC DTM Primer Surfacer
TH035™/TH036™/TH037™ Zero VOC Reducer

High Build Surfacer:
PA3400M™/PA3400S™ 2K 2.1 VOC DTM Primer Surfacer
TH035™/TH036™/TH037™ Zero VOC Reducer

Primer Option:
Normal Build: Apply 2-3 single wet coats, allowing for a  
                        5-10 minute flash between coats. 
High Build: Suggested 2 coats maximum.

Sealer Option:
Apply single coat and allow to flash for a MINIMUM of 30 minutes 
and apply colour coat.

Dry to Sand: 
Primer Option:
Air Dry: 45-60 Minutes per coat at 75°F/23°C
Infrared Short Wave: Flash 20 minutes then 5 
minutes per coat, followed by a 5 minutes per 
coat bake using full power at 150°F/65°C

Dry to Topcoat:
Sealer Option:
30 Minutes up to 3 hours. After 3 hours, product 
must be sanded.

HVLP GRAVITY   
1.4 - 1.6 mm  
8 - 10 (PSI) *At the cap

HIGH EFFICIENCY
1.4 - 1.6 mm  
27 - 32 (PSI) At Gauge 

High Build Primer:
PS5012B™ 2K 2.1 VOC Primer Hardener

Sealer:
PS5012B™ 2K 2.1 VOC Primer Hardener
TH035™/TH036™/TH037™ Zero VOC Reducer

Primer Option:
Apply 2 single full wet coats, allowing for a 5-10 minute flash 
between coats. 

Sealer Option:
Apply 1 single wet coat and allow to flash for 30-45 minutes.

Dry to Sand: 
Primer Option:
Air Dry: 1½ - 2 Hours per coat at 75°F/23°C 
before sanding.
Infrared Short Wave: Flash 15 minutes, then 
bake at 140°F/60°C for 20 minutes.

Dry to Topcoat:
Sealer Option:
30-45 minutes at 75°F/23°C prior to topcoating.

High Build Primer:
HVLP GRAVITY   
1.4 - 1.6 mm  
6 - 10 (PSI) *At the cap

HIGH EFFICIENCY
1.4 - 1.6 mm  
17 - 32 (PSI) At Gauge 

LR65, LR75, LR85 or LR95
Basemaker

Apply 2-3 medium wet coats, allowing a 5-10 minute flash  
between coats.

Dust Free: 
10-15 Minutes at 75°F/23°C

Dry to Handle: 
30 Minutes at 75°F/23°C
(Basecoat must be cleared)

HVLP GRAVITY   
1.3 - 1.4 mm  
6 - 8 (PSI) *At the cap

HIGH EFFICIENCY
1.3 - 1.4 mm  
19 (PSI) At Gauge 

MP1575™ or MP1585™
2K Speed Clearcoat Hardener

Apply one medium to full wet coat of clear and allow 1-5 minutes 
flash or until surface is hand slick. Apply a second coat of clear.

Hand Slick: 
5-10 Minutes at 75°F/23°C

Dust Free: 
10-15 Minutes at 75°F/23°C

Dry to Polish: 
45-60 Minutes at 75°F/23°C

Dry to Buff/Compound: 
2-4 Hours at 75°F/23°C

HVLP GRAVITY   
1.3 - 1.4 mm  
6 - 8 (PSI) *At the cap

HIGH EFFICIENCY
1.3 - 1.4 mm  
27 - 32 (PSI) At Gauge 

CRV21AF™, CRV21AM™ or CRV21AS™
2K 2.1 VOC Crystal Clear Hardener

Apply one medium-wet coat and allow 15 minute  
flash and apply a second full wet coat. A third coat  
may be applied if extensive sanding and polishing  
is anticipated.

Dust Free: 
15-20 Minutes at 75°F/23°C

Dry to Polish: 
10 Hours at 75°F/23°C

Dry to Buff/Compound: 
Overnight at 75°F/23°C

HVLP GRAVITY   
1.3 - 1.4 mm  
6 - 10 (PSI) *At the cap

HIGH EFFICIENCY
1.3 - 1.4 mm  
27 - 32 (PSI) At Gauge 

MP2365™, MP2375™, MP2385™ or MP2395™
2K 2.1 VOC Acrylic Urethane Clearcoat Hardener

Apply one medium-wet coat and allow 10-15 minute flash. Apply 
2 medium coats.

Dust Free: 
20 Minutes at 75°F/23°C

Dry to Polish: 
6-8 Hours at 75°F/23°C

Dry to Buff/Compound: 
10-12 Hours at 75°F/23°C

HVLP GRAVITY   
1.3 - 1.4 mm  
8 - 10 (PSI) *At the cap

HIGH EFFICIENCY
1.3 - 1.4 mm  
27 - 32 (PSI) At Gauge 

PS3401
Light Colours
Very Lt. Colours
Light Yellow 
White
Silver

PS3403
Medium Red
Medium Brown
Medium Green 
Medium Blue
Medium Gray

PS3405
Deep Dark Red
Deep Dark Brown
Deep Dark Green
Deep Dark Blue
Black

PS3403, 
PS3405  
MIX 2:1
Dark Red
Dark Brown
Dark Blue
Dark Green
Med. Dark Gray

PS3403, 
PS3405  
MIX 1:2
Dark Green
Dark Blue
Dark Brown
Dark Red
Dark Gray

PS3401, 
PS3403  
MIX 2:1
Pastel Green
Medium Yellow
Light Tan
Medium Silver
Pastel Blue

PS3401, 
PS3403 
MIX 1:2
Green
Dark Silver
Medium Light Tan
Medium Light Red
Medum Light Blue

1 1/24
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14
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PS3401™

PS3403™ 
PS3405™

PS5011™  
PS5012A™ 

PS5015™

PE1500™

CRV21™

PE2300™

3.5  
Low VOC  
Basecoat

UNDERCOAT

COLOUR

CLEARCOAT

Sealer:
HVLP GRAVITY   
1.4 - 1.6 mm  
8 - 10 (PSI) *At the cap

HIGH EFFICIENCY
1.4 - 1.6 mm  
27 - 32 (PSI) At Gauge

855.6.AXALTA bigskylv.ca
LH273 080918

SOLVENT DTM SHADING CHARTHARDENERBASEMAKER

Colour Support Tools
Our colour support tools deliver solutions to enhance our customer’s user experience. 

USE WITH PS5011™/PS5012A™/PS5015™

USE WITH PS3401™/PS3403™/PS3405™

Part # Description UPC Case Quantity
PA3400M-Q 2K 2.1 VOC DTM Activator Medium 842027102622 12
PA3400M-8 2K 2.1 VOC DTM Activator Medium 842027102615 12
PA3400S-Q 2K 2.1 VOC DTM Activator Slow 842027102646 12
PA3400S-8 2K 2.1 VOC DTM Activator Slow 842027102639 12

Part # Description UPC Case Quantity
PS5012B-Q 2K 2.1 VOC Primer Hardener 842027103148 12
PS5012B-8 2K 2.1 VOC Primer Hardener 842027103131 12

7



1. AXALTA’S UNDERTAKING

1.1 This warranty agreement is between Axalta Coating Systems, LLC (’Axalta’) and the person whose 

details are set out in the warranty certificate overleaf, being the owner or lessee or lawful possessor 

under any other right (‘the customer’) of the vehicle (‘the vehicle’) at the time that MONTANA Car 

Refinishes (‘the paint products’) were applied to the vehicle.  

1.2 At any time during the lifetime of the customer or the person to whom this warranty has been 

transferred in terms of paragraph 4, as the case may be, the paint products, to any greater extent than the 

original paint finish on the vehicle, craze, crack, peel or lift, or lose gloss or change color (‘the defects’), 

Axalta undertakes, subject to the terms and conditions set out in this warranty agreement, to ensure that 

any such defect is rectified free of any charge to the customer, at a time and place and by a party 

reasonably determined by Axalta after consultation with the customer.

2. HOW TO CLAIM UNDER THIS LIFETIME WARRANTY

2.1 If the customer becomes aware of any alleged defect in the paint products, (‘the alleged defect’), the 

customer must report it immediately to the person/party that applied the product (‘the refinisher’), and 

must make the vehicle available for inspection at a reasonable time during normal working hours, as 

determined by Axalta, at the refinisher’s premises or any other place reasonably determined by Axalta.

2.2 Axalta or its agent will, at the expense of Axalta, and together with the refinisher, if Axalta deems this 

necessary, examine and inspect the vehicle and conduct any other investigations which Axalta deems 

necessary in order to determine whether the alleged defect is a defect and whether this falls within the 

ambit of this agreement.  In particular, Axalta or its agent or the refinisher may carry out any tests on the 

paint work of the vehicle as Axalta  may deem necessary, even if these tests may damage the paint work and the customer irrevocably authorises Axalta, its agent 

and the refinisher to carry out such tests.

2.3 If for any reason the customer is not reasonably able to report the alleged defect to the refinisher who applied the paint products, then the alleged defect must 

immediately be reported by the customer to Axalta in writing to Axalta Coating Systems, LLC. 50 Applied Bank Boulevard, Glen Mills, PA 19342.  Axalta will then 

nominate an alternative refinisher and paragraphs 2.1 and 2.2 will apply in respect of such refinisher.

3. WHEN THIS WARRANTY WILL NOT BE VALID

3.1 This warranty will be of no force and effect and Axalta will accordingly not be under any obligation to ensure the rectification of any alleged defect in the paint 

products and the customer will not have any claim of any nature whatsoever against Axalta if:

3.1.1 there is no defect, as defined, in the paint products as applied by a Axalta certified refinisher; or

3.1.2 the repaired areas on the vehicle have not been repainted entirely with paint products from the MONTANA range of automotive paint; or

3.1.3 the refinisher has not complied in all respects with:

3.1.3.1 the methods and procedures for the application of the paint products as set down by Axalta from time to time; or

3.1.3.2 the terms and conditions set out in the agreement entered into between the refinisher and Axalta in terms of which the refinisher is authorized to issue this 

warranty; or
3.1.4 the paint finish has not been maintained in accordance with the maintenance recommendations set out in paragraph 5 below; or

3.1.5 the customer has not:

3.1.5.1 promptly reported any alleged defect to the refinisher, or to Axalta, as the case may be, and complied in all respects with the terms and conditions of this 

warranty agreement; or

3.1.5.2 completed and signed the Warranty Certificate overleaf at the time of collection of the vehicle from the refinisher; or

3.1.6 the customer is unable to produce a copy of the Warranty Certificate at the time that the customer reports any alleged defect to the refinisher or Axalta, as the 

case may be; or
3.1.7 the alleged defect has arisen as a direct or indirect result of:

3.1.7.1 external cause, whether deliberate or accidental, such as impact or the addition of chemicals; or

3.1.7.2 the spread of rust from areas of the vehicle not painted with the paint products; or

3.1.7.3 the deterioration of paint work on areas of the vehicle other than those to which the paint products have been applied; or

3.1.8 the vehicle is no longer in roadworthy condition.

4. NON-TRANSFERABILITY

4.1 This warranty is not transferable to any other person whomsoever, save for the owner or lawful possessor of the vehicle at the time that the paint products 

were applied, and will cease to be of any force and effect if and when ownership or possession of the vehicle is transferred to any person other than the person 

who was the owner or lawful possessor of the vehicle at the time that the paint products were applied.
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Montana Big Sky

Paint Warranty

LH271_083118

5. HOW TO PROTECT NEW PAINTWORK?

5.1  Avoid parking in areas that are prone to Industrial fall out.

5.2  Caution must be exercised when parking under trees that emit sap and gum.

5.3  The motor vehicle should be kept clean and washed regularly using a suitable recognized branded product.

5.4  The use of strong and abrasive detergents and chemicals must be avoided at all times.

Contact us.
1.855.6.AXALTA
axalta.ca/bigskylv
© 2018 Axalta Coating Systems, LLC and all affi liates. All rights reserved.
LH274   081318  (9/18)

AN AXALTA COATING SYSTEMS BRAND

Distributed By:

Acquire™ RX Spectrophotometer
This portable, handheld colour measurement instrument is designed to be used directly on a vehicle or 
part to obtain the correct colour match and then transmit that reading into the formula retrieval system. This 
technology is used in conjunction with the VINdicator™ a colour matching tool based on a vehicle’s VIN.

Paint Warranty
We stand behind our products with a Paint Warranty ensuring our customer’s trust 
and confi dence in our products.

Color Choice® Software
Color Choice® is a user-friendly software platform to help make colour 
formula retrieval and reporting quicker and easier.

Color Choice® gives you access to a comprehensive library of colour 
formulas and integrates with our spectrophotometer and VINdicator™ 
colour tools to help you select the right formula at the start. And a faster 
start could mean a faster fi nish.

• User-friendly software platform designed to make automated colour 
matching and reporting faster and easier.

• Software is updated quarterly via internet or CD to keep information 
accurate and comprehensive.

• Menu of tools to automate and streamline a variety of processes, 
including: tracking VOCs and generating reports.
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OWNERS 

WARRANTY AGREEMENT

SIGNATURE OF REFINISHER:

DATE:          
           

           
           

           
  BETWEEN

(NAME) OF: (ADDRESS: OWNER/LESSEE)

AND (REFINISHERS NAME & ADDRESS)

MODEL:          
           

           
           

           
           

   REG NO:

COLOR:          
           

           
           

           
           

 QUOTE:

ORDER / JOB NR:          
           

           
           

        INVOICE NO.

INDICATE AREA OF REPAIR:
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6. DISCLAIMERS/LIMITATIONS  

6.1  EXCEPT AS EXPRESSLY SET FORTH HEREIN, AXALTA MAKES NO OTHER REPRESENTATION OR WARRANTY TO CUSTOMER OF ANY 

KIND, EXPRESS OR IMPLIED, WHETHER CREATED BY CONTRACT OR BY OPERATION OF LAW, INCLUDING ANY WARRANTIES  RELATED 

TO USE, COMPATABILITY, PERFORMANCE, OR ANY WARRANTIES OF MERCHANTABILITY, FITNESS FOR PARTICULAR PURPOSE, 

NON-INFRINGEMENT, AND CHEMSPEC DISCLAIMS ALL OTHER WARRANTIES.  

6.2  IN EVENT SHALL CHEMSPEC BE LIABLE FOR ANY CONSEQUENTIAL (INCLUDING LOST PROFITS), PUNITIVE, INDIRECT, EXEMPLARY, 

INCIDENTAL OR OTHER SPECIAL DAMAGES ARISING FROM OR RELATING TO THIS AGREEMENT. 

LH271_083118©2018 Axalta Coating Systems and all affilliates. All rights reserved.

• Portable, handheld instrument designed to be used directly on a vehicle or part to obtain 
the correct colour match.

• The instrument transmits the reading to the colour formula retrieval system.
• The colour formula retrieval system retrieves and is designed to adjust the formula to 

produce an accurate match in the colour quality you need. It is designed to select the 
best formula when more than one is available to ensure the best match possible.

• Can store up to 999 readings in its large memory. 


