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AN AXALTA COATING SYSTEMS BRAND

 

 

 

 

 

   
 

COMPONENTS 

   
     

 
APPLICATION 

   
 
 

MIX RATIO 

     
 
 

DRY TIME 

   
 
 

VISCOSITY 
 

   
 
 

  VOC 

 

Montana Big Sky™ SP40 Universal Matting Base 
 

 

 

 
GENERAL 

DESCRIPTION 
Montana Big Sky SP40 Universal Matting Base is a specially formulated product designed for the Montana 
Big Sky range of products as a post-addition additive.  To achieve the desired level of gloss reduction, refer 
to the proper usage levels stated.  
 
The products referenced herein may not be sold in your market. Please consult your distributor for 
product availability. 
 

  MIXING 

COMPONENTS 
Product must be shaken thoroughly prior to each use.  If product has stood unshaken or stirred for 
prolonged periods, use paint shaker for a 15-minute cycle to ensure thorough mixing. 
 
Component  Volume  
Montana Big Sky SP40 Universal Matting Base Ready to Use 
 
 
MIX RATIOS FOR FINISH 
Flat:     0 – 15 Gloss  
Satin:  20 – 45 Gloss                     
Semi: 50 – 65 Gloss 
 
 
  
  

SP40 Universal Matting 
Base 

Ready to Use  N/A 

N/A 251 grams / liter 
2.1 lbs / gallon 

Follow main component 
application instructions 
and mix ratios referenced 
herein 
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Mix by Weight Chart 

        

CRV21  
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART   
15 OZ 
RTS 

30 OZ 
RTS 

45 OZ 
RTS 

 CRV21 CLEARCOAT 275.4 550.8   8 OZ 16  OZ 24 OZ 

 CRV21AM HARDENER 74.8 149.6   2 OZ 4  OZ 6 OZ 

FLAT SP40 MATTING BASE 187.0 374.0   5 OZ 10 OZ 15 OZ 

         

  PINT QUART   
14 OZ 
RTS 

28 OZ 
RTS 

42 OZ 
RTS 

 CRV21 CLEARCOAT 292 584   8 OZ 16 OZ 24 OZ 

 CRV21AM HARDENER 79 158   2 OZ 4 OZ 6 OZ 

SATIN SP40 MATTING BASE 162 324   4 OZ 8 OZ 12 OZ 

         

  PINT QUART   
13 OZ 
RTS 

26 OZ 
RTS 

39 OZ 
RTS 

 CRV21 CLEARCOAT 292 584   8 OZ 16 OZ 24 OZ 

 CRV21AM HARDENER 79 158   2 OZ 4 OZ 6 OZ 

SEMI SP40 MATTING BASE 121 242   3 OZ 6 OZ 9 OZ 

        

CRV22 
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART   
15 OZ 
RTS 

30 OZ 
RTS 

45 OZ 
RTS 

 CRV22 CLEARCOAT 246.2 492.4   8 OZ 16   OZ 24 OZ 

 CR22AM HARDENER 61.3 122.6   2 OZ 4   OZ 6 OZ 

FLAT SP40 MATTING BASE 187.4 189.4   5 OZ 10 OZ 15 OZ 

         

  PINT QUART   
14 OZ 
RTS 

28 OZ 
RTS 

42 OZ 
RTS 

 CRV22 CLEARCOAT 260.1 492.4   8 OZ 16   OZ 24 OZ 

 CR22AM HARDENER 64.8 122.6   2 OZ 4   OZ 6 OZ 

SATIN SP40 MATTING BASE 157.5 315   4OZ 8 OZ 12 OZ 

         

  PINT QUART   
13 OZ 
RTS 

26 OZ 
RTS 

39 OZ 
RTS 

 CRV22 CLEARCOAT 283.2 566.4   8 OZ 16 OZ 24 OZ 

 CR22AM HARDENER 68.6 137.2   2 OZ 4 OZ 6 OZ 

SEMI SP40 MATTING BASE 132.3 264.6   3 OZ 6 OZ 9 OZ 
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EZ317  
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART   
22 OZ 
RTS 

44 OZ 
RTS 

66 OZ 
RTS 

 EZ317 CLEARCOAT 235.6 471.2   12 OZ 24 OZ 36 OZ 

 EZ317AN HARDENER 61.0 122.0   3 OZ 6 OZ 9 OZ 

FLAT SP40 MATTING BASE 180.6 361.2   5 OZ 14 OZ 15 OZ 

         

  PINT QUART   
20 OZ 
RTS 

40 OZ 
RTS 

60 OZ 
RTS 

 EZ317 CLEARCOAT 257.6 515.2   12 OZ 24 OZ 36 OZ 

 EZ317AN HARDENER 66.7 133.4   3 OZ 6 OZ 9 OZ 

SATIN SP40 MATTING BASE 141.0 282.0   5 OZ 10 OZ 15 OZ 

         

  PINT QUART   
19 OZ 
RTS 

38 OZ 
RTS 

57 OZ 
RTS 

 EZ317 CLEARCOAT 274 548   12 OZ 24 OZ 36 OZ 

 EZ317AN HARDENER 71 142   3 OZ 6 OZ 9 OZ 

SEMI SP40 MATTING BASE 115 230   4 OZ 8 OZ 12 OZ 

        

        

PE1500 
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART   
15 OZ 
RTS 

30 OZ 
RTS 

45 OZ 
RTS 

 PE1500 CLEARCOAT 267.8 535.6   8 OZ 16   OZ 24 OZ 

 MP1585 HARDENER 63.6 127.2   2 OZ 4   OZ 6 OZ 

FLAT SP40 MATTING BASE 188.3 376.6   5 OZ 10 OZ 15 OZ 

 DO NOT USE MP1575        

  PINT QUART    
27.5 OZ 

RTS 
55 OZ 
RTS 

 PE1500 CLEARCOAT 289.0 578.0    16   OZ 32 OZ 

 MP1585 HARDENER 68.7 137.4    4   OZ 8 OZ 

SATIN SP40 MATTING BASE 157.1 314.2    7.5 OZ 15 OZ 

 DO NOT USE MP1575        

  PINT QUART   
13 OZ 
RTS 

26 OZ 
RTS 

39 OZ 
RTS 

 PE1500 CLEARCOAT 307.2 614.4   8 OZ 16 OZ 24 OZ 

 MP1585 HARDENER 73.0 146.0   2 OZ 4 OZ 6 OZ 

SEMI SP40 MATTING BASE 132.6 265.2   3 OZ 6 OZ 9 OZ 

 DO NOT USE MP1575      

         

PE1900  
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART    
29 OZ 
RTS 

58 OZ 
RTS 

 PE1900 CLEARCOAT 237.2 474.4    16 OZ 32 OZ 

 MP1975 HARDENER 64.7 129.4    4 OZ 8 OZ 

FLAT SP40 MATTING BASE 176.0 352.0    9 OZ 18 OZ 
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  PINT QUART   
20 OZ 
RTS 

40 OZ 
RTS 

60 OZ 
RTS 

 PE1900 CLEARCOAT 253.3 506.6   12 OZ 24 OZ 36 OZ 

 MP1975 HARDENER 69.1 138.2   3 OZ 6 OZ 9 OZ 

SATIN SP40 MATTING BASE 142.0 284.0   5 OZ 10 OZ 15 OZ 

         

  PINT QUART    
32 OZ 
RTS 

64 OZ 
RTS 

 PE1900 CLEARCOAT 269.5 539    20 OZ 40 OZ 

 MP1975 HARDENER 73.5 147    5 OZ 10 OZ 

SEMI SP40 MATTING BASE 124.0 248    7 OZ 14 OZ 

        

        

PE2100  
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART    
32 OZ 
RTS 

64 OZ 
RTS 

 PE2100 CLEARCOAT 199.6 399.2    14 OZ 28 OZ 

 MP2075 HARDENER 99.4 198.8    7 OZ 14 OZ 

FLAT SP40 MATTING BASE 196.8 393.6    11 OZ 22 OZ 

         

  PINT QUART    
30 OZ 
RTS 

60 OZ 
RTS 

PE2100 CLEARCOAT 213.4 426.8   14 OZ 28 OZ 

MP2075 HARDENER 106.3 212.6   7 OZ 14 OZ 

SATIN SP40 MATTING BASE 171.9 343.8    9 OZ 18 OZ 

         

  PINT QUART    
32 OZ 
RTS 

64 OZ 
RTS 

 PE2100 CLEARCOAT 269.5 539    16 OZ 32 OZ 

 MP2075 HARDENER 73.5 147    8 OZ 16 OZ 

SEMI SP40 MATTING BASE 124.0 248    8 OZ 16 OZ 

        
        

PE2200  
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART    29.5 OZ 
59 OZ 
RTS 

 PE2200 CLEARCOAT 197.8 395.6    13 OZ 26 OZ 

 MP2275 HARDENER 99.3 198.6    6.5 OZ 13 OZ 

FLAT SP40 MATTING BASE 193.6 387.2    10 OZ 20 OZ 

         

        

  PINT QUART    
30 OZ 
RTS 

60 OZ 
RTS 

 PE2200 CLEARCOAT 215.2 430.4    14 OZ 28 OZ 

 MP2275 HARDENER 108.0 216.0    7 OZ 14 OZ 

SATIN SP40 MATTING BASE 160.0 320.0    9 OZ 18 OZ 



Technical Data Sheet    
 

Page 5 of 7 
AN AXALTA COATING SYSTEMS BRAND

 

 

         

  PINT QUART   
16 OZ 
RTS 

32 OZ 
RTS 

64 OZ 
RTS 

 PE2200 CLEARCOAT 226.0 452.0   8 OZ 16 OZ 32 OZ 

 MP2275 HARDENER 113.4 226.8   4 OZ 8 OZ 16 OZ 

SEMI SP40 MATTING BASE 140.7 281.4   4 OZ 8 OZ 16 OZ         

        

PE2300  
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART   
18 OZ 
RTS 

36 OZ 
RTS 

54 OZ 
RTS 

 PE2300 CLEARCOAT 207.7 415.4   8 OZ 16 OZ 24 OZ 

 MP2375 HARDENER 122.5 245.0   4 OZ 8 OZ 12 OZ 

FLAT SP40  188.2 376.4   6 OZ 12 OZ 18 OZ 

         

  PINT QUART   
17 OZ 
RTS 

34 OZ 
RTS 

51 OZ 
RTS 

 PE2300 CLEARCOAT 221.1 442.2   8 OZ 16 OZ 24 OZ 

 MP2375 HARDENER 130.4 260.8   4 OZ 8 OZ 12 OZ 

SATIN SP40 MATTING BASE 165.5 331.0   5 OZ 10 OZ 15 OZ 

         

  PINT QUART    
25.5 OZ 

RTS 
51 OZ 
RTS 

PE2300 CLEARCOAT 238.1 476.2   13 OZ 26 OZ 

MP2375 HARDENER 140.4 280.8   6.5 OZ 13 OZ 

SEMI SP40 MATTING BASE 134.3 268.6    6 OZ 12 OZ 

        

  

 
 
 
 
       

PE2400  
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART   
22 OZ 
RTS 

44 OZ 
RTS 

66 OZ 
RTS 

 PE2400 CLEARCOAT 249.1 498.2   12 OZ 24 OZ 36 OZ 

 MP2475 HARDENER 62.1 124.2   3 OZ 6 OZ 9 OZ 

FLAT SP40 MATTING BASE 179.6 359.2   7 OZ 14 OZ 21 OZ 

         

  PINT QUART   
17.5 OZ 

RTS 
35 OZ 
RTS 

70 OZ 
RTS 

 PE2400 CLEARCOAT 264.5 529.0   10 OZ 20 OZ 40 OZ 

 MP2475 HARDENER 65.9 131.8   2.5 OZ 5 OZ 10 OZ 

SATIN SP40 MATTING BASE 155.8 311.6   5 OZ 10 OZ 20 OZ 

         

  PINT QUART    
40 OZ 
RTS 

80 OZ 
RTS 

 PE2400 CLEARCOAT 282.1 564.2    28 OZ 56 OZ 

 MP2475 HARDENER 70.3 140.6    7 OZ 14 OZ 

SEMI SP40 MATTING BASE 126.0 252.0    5 OZ 10 OZ         
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PE2442  
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

 PRODUCT CODE PINT QUART   
18.5 OZ 

RTS 
37 OZ 
RTS 

74 OZ 
RTS 

 PE2442 195.0 390.0   8 OZ 16 OZ 32 OZ 

 MP2444 55.4 110.8   2 OZ 4 OZ 8 OZ 

 TH0870 42.0 84.0   2 OZ 4 OZ 8 OZ 

FLAT SP40 MATTING BASE 199.0 398.0   6.5 OZ 13 OZ 26 OZ 

         

  PINT QUART    
 34.5 OZ 

RTS 
 69 OZ 
RTS 

 PE2442 208.5 417.0    16 OZ 32 OZ 

 MP2444 59.2 118.4    4 OZ 8 OZ 

 TH0870 45.0 90.0    4 OZ 8 OZ 

SATIN SP40 MATTING BASE 174.0 348.0    10.5 OZ 21 OZ 

         

  PINT QUART   
 16 OZ 
RTS 

 32 OZ 
RTS 

 48 OZ 
RTS 

 PE2442 220.3 440.6   8 OZ 16 OZ 24 OZ 

 MP2444 62.6 125.2   2 OZ 4 OZ 6 OZ 

 TH0870 47.5 95.0   2 OZ 4 OZ 6 OZ 

SEMI SP40 MATTING BASE 150.0 300.0   4 OZ 8 OZ 12 OZ 

        

PE4000  
MIX BY WEIGHT 

(GRAMS)   MIX BY VOLUME 

GLOSS PRODUCT CODE PINT QUART   
17.5 OZ 

RTS 
35. OZ 
RTS 

70 OZ 
RTS 

 PE4000 CLEARCOAT 247.8 495.6   10 OZ 20 OZ 40 OZ 

 MP4075 HARDENER 64.6 129.2   2.5 OZ 5 OZ 10 OZ 

FLAT SP40 MATTING BASE 169.7 339.4   5 OZ 10 OZ 2o OZ 

         

  PINT QUART   
16.5 OZ 

RTS 
33 OZ 
RTS 

66 OZ 
RTS 

 PE4000 CLEARCOAT 266.0 532.0   10 OZ 20 OZ 40 OZ 

 MP4075 HARDENER 69.4 138.8   2.5 OZ 5 OZ 10 OZ 

SATIN SP40 MATTING BASE 139.8 279.6   4 OZ 8 OZ 16 OZ 

         

  PINT QUART   
18.5 OZ 

RTS 
37 OZ 
RTS 

74 OZ 
RTS 

 PE4000 CLEARCOAT 285.4 570.8   12 OZ 24 OZ 48 OZ 

 MP4075 HARDENER 74.4 148.8   3 OZ 6 OZ 12 OZ 

SEMI SP40 MATTING BASE 108.6 217.2   3.5 OZ 7 OZ 14 OZ 
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APPLICATION 

 
Refer to specific clearcoat application instructions. 

 
CLEAN-UP 
Clean spray equipment immediately following application with a quality thinner or spray gun cleaner. 
Dispose of all paint and paint related materials in accordance with state and local regulations. 
 

 

PHYSICAL PROPERTIES 

VOC as Applied  2.1 lbs./gallon (251 g/L) 
Weight Solids  8.75% 
Product Class Specialty product 
 
 
STORAGE CONDITIONS 
Store in a dry, well ventilated area. Storage temperatures should be between -30°F (-34°C) and 120°F 
(48°C). 
 

 

VOC REGULATED AREAS 

VOC as Applied  251 grams/liter | 2.1 lbs/gallon  
 
These directions refer to the use of products which may be restricted or require special mixing instructions 
in VOC regulated areas. Follow mixing usage and recommendations in the VOC Compliant Products Chart 
for your area. 

 

SAFETY AND HANDLING 

For industrial use only by professional, trained painters. Not for sale to or use by the general public. Before 
using, read and follow all label and SDS precautions. If mixed with other components, mixture will have 
hazards of all components. 
 
Ready to use paint materials containing isocyanates can cause irritation of the respiratory organs and 
hypersensitive reactions. Asthma sufferers, those with allergies and anyone with a history of respiratory 
complaints must not be asked to work with products containing isocyanates. 
 
Do not sand, flame cut, braze or weld dry coating without a NIOSH approved air purifying respirator with 
particulate filters or appropriate ventilation, and gloves. 

   

  Revised: May 2019 

   

 


