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Presentamos Duxone®

Duxone es un nuevo sistema de pintura que cumple con la Norma Nacional 

de Axalta Coating Systems que hace que sea fácil y asequible ofrecer colores 

duraderos y de calidad de reparación de daños por choques. Con las pinturas 

Duxone, puede superar las expectativas de sus clientes sin salir de su 

presupuesto.

 

 • Color de calidad para reparación de daños por choques

 • Sistema compacto

 • Fácil de usar
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PINTURAS BASE

IMPRIMANTE DTM
Un imprimante directo sobre metal que ofrece una excelente protección contra la corrosión en metal desnudo y sustratos OEM.

VOC: 4,8 lb/galón

RELLENADOR IMPRIMANTE
Un rellenador imprimante de dos componentes y alto espesor con tiempos de secado rápido y excelentes características de lijado.

VOC: 4,46 lb/galón

SELLADOR IMPRIMANTE
Selladores de uretano sin lijado blancos y grises diseñados para aumentar la adhesión entre capas a la vez que  
proporcionan una capa base uniforme sobre las reparaciones.

VOC: 3,7 lb/galón

Imprimante DTM DX205

Rellenador imprimante DX215

Sellador imprimante DX225 - blanco

Sellador imprimante DX230 - gris

Galón

Galón

Galón 
Cuarto

4 : 1 : 1

4 : 1 : 1

4 : 1 : 1

Imprimante DTM DX206 - Activador

Activador DX900 - muy rápido

Activador DX901 - rápido

Activador DX902 - normal

Activador DX900 - muy rápido

Activador DX901 - rápido

Activador DX902 - normal

Reductor DX565 - rápido

Reductor DX575 - normal

Reductor DX585 - lento

Reductor DX565 - rápido

Reductor DX575 - normal

Reductor DX585 - lento

Reductor DX565 - rápido

Reductor DX575 - normal

Reductor DX585 - lento

Cuarto

Cuarto 
Pinta

Cuarto 
Pinta

Galón 
Cuarto

Galón 
Cuarto

Galón 
Cuarto



CAPA BASE

BASE COLOR QUE CUMPLE LA NORMA NACIONAL
Un nuevo sistema de capa base formulado con un rango de pigmentos de secado rápido de calidad para cumplir los estándares de color del OEM con 
una buena cobertura y fácil aplicación. 

• Excelente cobertura

• Metálicos, perlados y xiralizados líquidos

• Excelente control metálico

VOC: 6,5 lb/galón

Base color que cumple la Norma  
Nacional Duxone

Cuarto 
Galón 
Pinta

2 : 1 

Reductor DX565 - rápido

Reductor DX575 - normal

Reductor DX585 - lento

Galón 
Cuarto
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CAPA BASE CAPAS TRANSPARENTES

CAPA TRANSPARENTE – UNIVERSAL
Una capa transparente de alto espesor y de dos componentes diseñada para proporcionar un brillo excelente y características  
de fluid , además está diseñada específi amente para segundas aplicaciones de rociador y reparaciones de paneles.

VOC: 4,2 lb/galón

CAPA TRANSPARENTE – PARA REPARACIONES PEQUEÑAS/PANELES
Una capa transparente de sólidos medios, alto espesor y dos componentes formulada con secado  
rápido, excelente brillo y características de flu o.

VOC: 4,2 lb/galón

Capa transparente DX800 - universal

Capa transparente DX820 - reparaciones 
pequeñas/paneles

Galón 
Cuarto

Galón 
Cuarto

2 : 1 

3 : 1 

Activador DX900 - muy rápido

Activador DX901 - rápido

Activador DX902 - normal

Activador DX903 - lento

Activador DX900 - muy rápido

Activador DX901 - rápido

Activador DX902 - normal

Activador DX903 - lento

Cuarto 
Pinta

Cuarto 
Pinta
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PRESENTAMOS HERRAMIENTAS DE COLOR DUXONE

NATIONAL RULE 
BASECOAT TINT CHART

DX787™

DX767™

DX771™

DX773™

DX783™

DX775™

DX777™

DX781™

DX780™

DX799™

DX798™

DX784™

DX785™

DX792™

DX797™

DX795™

DX793™

DX794™

DX789™

DX755™

DX788™

DX757™

DX766™

DX786™

DX796™

COLOR 
MOVEMENT
IN SOLID 
COLORS

DX787™

DX767™

DX771™

DX773™

DX783™

DX775™

DX777™

DX781™

DX780™

DX799™DX784™

DX798™

DX785™

DX797™

DX796™

DX705™

DX794™

DX788™

DX786™

DX766™

DX755™DX757™

DX789™

DX795™

DX792™

DX642™
PEARL

DX641™
PEARL

DX643™
PEARL

DX644™
PEARL

DX645™
PEARL

DX646™
PEARL

DX646™
PEARL

DX652™
PEARL

DX667™
PEARL

DX635™
PEARL

DX637™
PEARL

DX791™
PEARL

DX654™
PEARL

DX654™
PEARL

DX662™
PEARL

DX653™
PEARL

DX636™
PEARL

DX646™
PEARL

DX774™
PEARL

COLOR 
MOVEMENT
IN EFFECT 
COLORS

duxone.us

AN AXALTA COATING SYSTEMS BRAND

DX616™ Medium Platinum 

Head-on and side-tone: very coarse aluminum with a very high sparkle.

DX617™ Fine Platinum 

Head-on and side-tone: smooth in appearance and without sparkle.

DX615™ Medium Platinum 

Head-on and side-tone: very fine aluminum with very little sparkle. 

DX614™ Super Coarse Platinum 

Head-on: Fine aluminum with high sparkle; Side-tone: darkens. 

Use only in color formulas with DX614 in them. 

DX613™ Coarse Platinum

Head-on: coarse aluminum with high sparkle; Side-tone: darkens. Brilliant in direct sunlight.

DX618™ Super Fine Platinum 

Head-on: fine aluminum; Side-tone: slightly darkens.  

More brightness and brilliance than DX615.

METALLIC COLORS

COLOR DESCRIPTIONS

© 2019 Axalta Coating Systems, LLC and all affiliates. All rights reserved. E-R6006 (02/19)

DX040™ Metallic Additive 

Affects hiding power of the color. Side-tone: lighter.   

DX056™ Blending Additive 

Colorless basecoat designed for tri-coats, wet beds,  

inner-coat clear, design work and light or hard to  

control metallics. 

 
DX635™ Red Pearl 

Head-on and side-tone: lightens.  

 
DX636™ Sparkle Red Pearl 

Head-on and side-tone: lightens.  

DX637™ Bright Red Pearl 

Head-on and side-tone: lightens.  

DX641™ Sparkle Green Pearl 

Head-on and side-tone: lightens.  

DX642™ Forest Green Pearl 

Head-on and side-tone: lightens. 

DX643™ Teal Pearl 

Head-on and side-tone: lightens.

DX644™ Blue Pearl 

Head-on and side-tone: lightens. 

 
DX645™ Sparkle Blue Pearl 

Head-on and side-tone: lightens.

DX646™ Blue Violet Pearl 

Head-on and side-tone: lightens.

DX650™ Lilac Pearl 

Head-on and side-tone: lightens.

DX652™ Copper Pearl 

Head-on and side-tone: lightens. 

DX653™ Yellow Pearl 

Head-on: lightens;  Side-tone: darkens. 

DX654™ Sunset Orange Pearl 

Head-on and side-tone: lightens. 

DX655™ Sparkle Gold Pearl 

Head-on and side-tone: lightens.

DX660™ Frost Pearl 

Head-on and side-tone: lightens.

DX661™ Fine Sparkle White Pearl 

Head-on and side-tone: lightens.

DX662™ White Effect Pearl 

Head-on and side-tone: lightens.

DX665™ Medium Flake Pearl White 

Head-on and side-tone: lightens.

DX667™ Violet Pearl 

Head-on and side-tone: lightens.

DX701™ White 

Head-on: darkens; Side-tone: lightens. Use sparingly 

in metallics.

DX702™ Transparent White 

Head-on: yellow cast; Side-tone: blue, lighter cast. 

DX705™ Super Black 

Head-on: Used when only a small amount of black is needed.  

DX707™ Black 

Head-on: darker, bluer cast; Side-tone: darkens.

DX708™ Jet Black 

Head-on: dark and desaturated cast.

DX710™ Shimmer White 

Head-on and side-tone: lightens.

DX755™ Golden Orange 

Side-tone: redder.  For use in metallics and clean, solid colors.

DX757™ Orange Glow 

Head-on: reddish yellow cast; Side-tone: reddens, For use 

in metallics and clean, solid colors.

DX766™ Clay Yellow 

Head-on: yellow cast. Not for use in effect colors. 

DX767™ Lemon Yellow 

Head-on: yellow green cast; Side-tone: lightens. For use  

sparingly in metallic colors. Should not be used for effect 

colors.

DX771™ Emerald 

Head-on: green with yellow cast; Side-tone: yellow green. 

DX773™ Teal 
Head-on: green-blue cast; Side-tone: bluish green. For use 

in clean, bright metallic colors.

DX774™ Iris Blue 

Head-on and side-tone: lightens.

DX775™ Slate Blue

Head-on: clean, neutral blue.

DX777™ Cadet Blue 

Side-tone: green blue cast. For use in clean blue  

and green metallic colors. 

DX780™ Ocean Blue 

Head-on: red cast; Side-tone: red cast.

DX781™ Medium Blue 

Head-on: red cast; Side-tone: very red cast.

DX783™ Night Blue 

Head-on: clean, green shade blue; Side-tone: strong red.  

For use in metallic and effect colors.

DX784™ Mauve 

Head-on: deep purple cast; Side-tone: darkens. For use  

in metallic colors.

DX785™ Purple 

Head-on: bluer, saturated cast; Side-tone: dark bluish red. 

For use in metallic colors. 

DX786™ Translucent Yellow 

Head-on: yellow with green cast; Side-tone: darker green. 

For use in metallic colors. 

DX787™ Radiant Yellow 

Head-on: dark yellow green with a red cast; 

Side-tone: lighter. For use in metallic colors. 

DX788™ Golden Yellow 

Head-on: red cast; Side-tone: lightens. Not for use in 

effect colors.

DX789™ Sunlight Yellow 

Head-on: yellow cast; Side-tone: light orange cast. For use 

sparingly in metallic colors. Should not use for effect colors.

DX791™ Sunset Orange 

Head-on and side-tone: lightens.

DX792™ Crimson Red 

Head-on: red with bluish cast; Side-tone: dark yellow. 

For use in metallic colors. 

DX793™ Vivid Red 

Head-on: blue cast; Side-tone: light bluish red cast. 

Not for use in effect colors. 

DX794™ Translucent Red 

Head-on: yellow cast; Side-tone: darkens.

DX795™ Red 

For use in solid colors. Not recommended for metallic col-

ors. 

DX796™ Garnet Red 

Head-on: blue cast; Side-tone: yellow red cast.

DX797™ Maroon 

Head-on: yellow cast; Side-tone: darkens.

DX798™ Deep Red 

Head-on: violet red with blue cast. Side-tone: darkens.

DX799™ Translucent Crimson Red 

Head:on: blue cast; Side-tone; darkens.

CUADRO DE MOVIMIENTO DE COLOR
Los cuadros de movimiento de color proporcionan consejos visuales sobre cómo usar 
tóneres para mover el color a la dirección correcta, si es necesario.

Número de referencia: E-R6006

ESPECTROFOTÓME TRO ACQU IRE™ RX
Cuando se empareja con Color Choice, Acquire RX lee el color y encuentra la fórmula de color más 
precisa.

SOFTWARE COLOR CHOICE®

Color Choice cuenta con una biblioteca amplia de más de 50,000 fórmulas de color que se 
actualiza mensualmente para ofrecer colores nuevos y actuales.

SELECTOR DE COLOR PROFESIONAL
El muestrario de colores rociados organizado cromáticamente hace que sea rápido y fácil 
encontrar los colores dentro de las familias de colores. 

Número de referencia: M-6861

ENCONTRAR EL COLOR

COINCIDIR EL COLOR
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MARKETING Y MATERIALES DE AYUDA

CONF IANZ A DEL CLIENTE

Copyright © 2019 Axalta Coating Systems, LLC y todos los afil ados. Todos los derechos reservados.  E-R 6002 (03/19)
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SISTEMA DE PRODUCTOS QUE CUMPLEN CON LA NORMA NACIONAL
PINTURAS BASE
PRODUCTO COMPONENTES PROPORCIÓN 

DE MEZCLA
PRESIÓN DE 
PULVERIZACIÓN APLICACIÓN TIEMPO DE OREO TIEMPO DE SECADO

IMPRIMANTE DTM
VOC 4 ,8

Imprimante DTM DX205
Imprimante DTM DX206  - Activador
Reductores 
(DX56 5 rá pido, DX57 5 normal, DX58 5 lento)

4 partes
1 parte
1 parte

HV LP: 6 -8  psi
1-3 capas 
únicas

Deje un tiempo 
de oreo de 10 a 
15 minutos  
entre cada capa.

Secado al aire 1 hora a 7 7 °F (25 °C)
Horneado 30 minutos a 14 0 °F 
(6 0 °C)

RELLENADOR 
IMPRIMANTE

VOC 4 ,46

Rellenador imprimante DX215
Activadores (DX900 muy rá pido, DX901 rá pido, 
DX902 normal)
Reductores 
(DX56 5 rá pido, DX57 5 normal, DX58 5 lento)

4 partes
1 parte
1 parte

HV LP: 6 -8  psi
1-3 capas 
únicas

Deje un tiempo 
de oreo de 5 a 
10 minutos entre 
cada capa.

Secado al aire 4 5 minutos-1 hora  
a 7 5 °F (24  °C)

SELLADOR 
IMPRIMANTE

VOC 3 ,7

Selladores imprimantes (DX225 blanco, DX230 gris)
Activadores (DX900 muy rá pido, DX901 rá pido, 
DX902 normal)
Reductores  
(DX56 5 rá pido, DX57 5 normal, DX58 5 lento)

4 partes
1 parte
1 parte

HV LP: 6 -8  psi
1 capa 
hú meda

20-30 minutos 
antes de aplicar 
el acabado

Secado al aire 20– 30 minutos  
a 7 7 °F (25 °C)

CAPA BASE
PRODUCTO COMPONENTES PROPORCIÓN 

DE MEZCLA
PRESIÓN DE 
PULVERIZACIÓN APLICACIÓN TIEMPO DE OREO TIEMPO DE SECADO

BASE COLOR QUE 
CUMPLE LA NORMA 
NACIONAL

VOC 6 ,5

Base color que cumple la N orma N acional

Reductores que cumplen la N orma N acional 
(DX56 5 rá pido, DX57 5 normal, DX58 5 lento)

2 partes

1 parte
HV LP: 6 -8  psi

2-3 capas 
únicas

Deje un tiempo 
de oreo de 4  a 
8 minutos entre 
cada capa.

Secado al aire a 7 5 °F (23 °C)
Sin polvo 5 minutos
Sin cinta adhesiva 20 minutos
Para la capa transparente 15 a 20 
minutos

CAPAS TRANSPARENTES
PRODUCTO COMPONENTES PROPORCIÓN 

DE MEZCLA
PRESIÓN DE 
PULVERIZACIÓN APLICACIÓN TIEMPO DE OREO TIEMPO DE SECADO

CAPA 
TRANSPARENTE –   
UNIV ERSAL

VOC 4 ,2

Capa transparente DX800 - universal

Activadores 
(DX900 muy rá pido, DX901 rá pido,  
DX902 normal, DX903 lento)

2 partes

1 parte
HV LP: 8 -10 psi

2-3 capas 
únicas

Deje un tiempo 
de oreo de 5 a 
10 minutos entre 
cada capa.

Secado al aire a 7 7 °F (25 °C)
Sin polvo 4 5 minutos
Secado absoluto 24  horas
Para un pulido ligero 8  horas
Horneado 30 minutos a 14 0 °F (6 0 °C)

CAPA  
TRANSPARENTE –  
PARA REPARACIONES 
PEQUEÑ AS/ PANELES

VOC 4 ,2

Capa transparente DX820 - reparaciones 
pequeñ as/paneles

Activadores 
(DX900 muy rá pido, DX901 rá pido,  
DX902 normal, DX903 lento)

3 partes

1 parte
HV LP: 8 -10 psi

2-3 capas 
únicas

Deje un tiempo 
de oreo de 
10 minutos  
entre cada capa.

Secado al aire a 7 7 °F (25 °C)
Pulido a mano 20 minutos
Secado absoluto 24  horas
Para un pulido ligero 6  horas
Horneado 30-4 0 minutos a 
14 0 °F (6 0 °C)

1. AXALTA’ S UNDERTAKING

1.1  This warranty agreement is between Axalta Coating Systems, LLC (‘ Axalta’) and the person whose details are set out in the 
warranty certifi ate overleaf, being the owner or lessee or lawful possessor under any other right (‘ the customer’) of the 
vehicle (‘ the vehicle’) at the time that Duxone® Car R efin shes (‘ the paint products’) were applied to the vehicle. 

1.2 At any time during the lifetime of the customer or the person to whom this warranty has been transferred in terms of 
paragraph 4 , as the case may be, the paint products, to any greater extent than the original paint fin sh on the vehicle, craze, 
crack, peel or lift, or lose gloss or change color (‘ the defects’), Axalta undertakes, subj ect to the terms and conditions set out in 
this warranty agreement, to ensure that any such defect is rectifie  free of any charge to the customer, at a time and place and 
by a party reasonably determined by Axalta after consultation with the customer.

2. HOW  TO CLAIM UNDER TH IS LIF ETIME WARRANTY

2.1  If the customer becomes aware of any alleged defect in the paint products, (‘ the alleged defect’), the customer must report 
it immediately to the person/party that applied the product (‘ the refin sher’), and must make the vehicle available for 
inspection at a reasonable time during normal working hours, as determined by Axalta, at the refin sher’s premises or any 
other place reasonably determined by Axalta.

2.2  Axalta or its agent will, at the expense of Axalta, and together with the refin sher, if Axalta deems this necessary, examine 
and inspect the vehicle and conduct any other investigations which Axalta deems necessary in order to determine whether 
the alleged defect is a defect and whether this falls within the ambit of this agreement. In particular, Axalta or its agent or 
the refin sher may carry out any tests on the paint work of the vehicle as Axalta may deem necessary, even if these tests may 
damage the paint work and the customer irrevocably authorizes Axalta, its agent and the refin sher to carry out such tests.

2.3   If for any reason the customer is not reasonably able to report the alleged defect to the refin sher who applied the paint 
products, then the alleged defect must immediately be reported by the customer to Axalta in writing to Axalta Coating 
Systems, LLC., 50 Applied B ank B oulevard, G len Mills, PA 1934 2. Axalta will then nominate an alternative refin sher and 
paragraphs 2.1 and 2.2 will apply in respect of such refin sher.

3. WHEN TH IS WARRANTY WILL NOT BE VALID

3.1  This warranty will be of no force and effect and Axalta will accordingly not be under any 
obligation to ensure the rectifi ation of any alleged defect in the paint products and 
the customer will not have any claim of any nature whatsoever against Axalta if:

3.1.1  there is no defect, as defined  in the paint products as applied by a Axalta certifie  
refin sher;  or

3.1.2 the repaired areas on the vehicle have not been repainted entirely with paint products 
from the Duxone® range of automotive paint;  or

3.1.3   the refin sher has not complied in all respects with:

3.1.3 .1 the methods and procedures for the application of the paint products as set down by 
Axalta from time to time;  or

3.1.3 .2 the terms and conditions set out in the agreement entered into between the refin sher 
and Axalta in terms of which the refin sher is authorized to issue this warranty;  or

3.1.4  the paint fin sh has not been maintained in accordance with the maintenance 
recommendations set out in paragraph 5 below;  or

3.1.5 the customer has not:

3.1.5.1  promptly reported any alleged defect to the refin sher, or to Axalta, as the case 
may be, and complied in all respects with the terms and conditions of this warranty 
agreement;  or

3.1.5.2 completed and signed the Warranty Certifi ate overleaf at the time of collection of the 
vehicle from the refin sher;  or

3.1.6  the customer is unable to produce a copy of the Warranty Certifi ate at the time that the 
customer reports any alleged defect to the refin sher or Axalta, as the case may be;  or

3.1.7 the alleged defect has arisen as a direct or indirect result of:

3.1.7.1 external cause, whether deliberate or accidental, such as impact or the addition of 
chemicals;  or

3.1.7.2  the spread of rust from areas of the vehicle not painted with the paint products;  or

3.1.7.3   the deterioration of paint work on areas of the vehicle other than those to which the 
paint products have been applied;  or

3.1.8  the vehicle is no longer in roadworthy condition.

4. NON-TRANSF ERABILITY

4.1 This warranty is not transferable to any other person whomsoever, save for the owner 
or lawful possessor of the vehicle at the time that the paint products were applied, 
and will cease to be of any force and effect if and when ownership or possession of 
the vehicle is transferred to any person other than the person who was the owner or 
lawful possessor of the vehicle at the time that the paint products were applied.

5.  HOW  TO PROTECT NEW  PAINTWORK?

5.1  Avoid parking in areas that are prone to Industrial fall out. 

5.2  Caution must be exercised when parking under trees that emit sap and gum.

5.3   The motor vehicle should be kept clean and washed regularly using a suitable 
recognized branded product.

5.4   The use of strong and abrasive detergents and chemicals must be avoided at all times.
E-R 6013

PAINT WARRANTY

INDICATE AREA OF  REPAIR

Date: ___________________________________  

 

Signature of owner/lessee: 

________________________________________
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 between Axalta
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 W ARRANTY W ILL W ARRANTY W ILL W ARRANTY  NOT W ILL NOT W ILL

 force and effect
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 set out in the agreement
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 been maintained
 paragraph 5

 alleged defect to
 respects with

 W arranty Certificate W arranty Certificate W arranty
 or

OW NERS
W ARRANTY
AGREEMENT

Date: ___________________________________  B etween ____________________________________

(N ame) of: (address: owner/lessee) _______________________________________________________

_____________________________________________________________________________________

And (refin sher’s name &  address) ________________________________________________________

_____________________________________________________________________________________

Model: __________________________________ Reg no:Reg no:Reg  _____________________________________

Color: ___________________________________ Quote: ______________________________________

Order/j ob no: ____________________________ Invoice no. __________________________________

Signature of refin sher: of refinisher: of  _________________________________________________________________

Date: ___________________________________  B etween ____________________________________

(N ame) of: (address: owner/lessee) _______________________________________________________

_____________________________________________________________________________________

And (refin sher’s name &  address) ________________________________________________________

_____________________________________________________________________________________

Model: __________________________________ Reg no:Reg no:Reg  _____________________________________

Color: ___________________________________ Quote: ______________________________________

Order/j ob no: ____________________________ Invoice no. __________________________________

Copyright © 2018  Axalta Coating Systems, Coating Systems, Coating  LLC and all affil ates. All rights reserved.  E-R 6013

INDICATE AREA OF  REPAIRREF INISH ER’ S F ILE COPY
DUXONE® PAINT WARRANTY PAINT W ARRANTY PAINT

AN AXALTA COATING AXALTA COATING AXALTA  SYSTEMS BRAND

INDICATE AREA OF  REPAIR

AN AXALTA COATING AXALTA COATING AXALTA  SYSTEMS BRAND

6. DISCLAIMERS/LIMITATIONS
6.1 EXCEPT AS EXPRESSLY SET FORTH HEREIN, AXALTA MAKES NO OTHER REPRESENTATION OR WARRANTY TO
CUSTOMER OF ANY KIND, EXPRESS OR IMPLIED, WHETHER CREATED BY CONTRACT OR BY OPERATION OF LAW, INCLUDING
ANY WARRANTIES RELATED TO USE, COMPATIBILITY, PERFORMANCE, OR ANY WARRANTIES OF MERCHANTABILITY,
FITNESS FOR PARTICULAR PURPOSE, NON-INFRINGEMENT, AND AXALTA DISCLAIMS ALL OTHER WARRANTIES.
6.2 IN EVENT SHALL AXALTA BE LIABLE FOR ANY CONSEQUENTIAL (INCLUDING LOST PROFITS), PUNITIVE, INDIRECT,
EXEMPLARY, INCIDENTAL OR OTHER SPECIAL DAMAGES ARISING FROM OR RELATING TO THIS AGREEMENT.

DUXONE® EQUIPMENT ID KIT (PART# M-6985)
This Equipment ID Kit contains: 

(2) - 2"x10.875" Duxone logo decals

For best results:
• Apply Duxone decals when the air and application surface temperatures range from 50°F to 100°F.

• Apply Duxone decals on the mixing machine header, cabinets or any other piece of mixing room equipment.

Hint: the decal looks best on the right side of the equipment.

AN AXALTA COATING SYSTEMS BRAND

Copyright © 2019 Axalta Coating Systems, LLC and all affil ates. All rights reserved.  (03/19)

The decals are designed specifically for the mixing equipment in a Duxone customer’s mixing room. 
Simply follow the directions below for application.

Prepare surface by washing with soap 
and water. Do not use soaps/detergents 
containing creams or lotions. Dry the 
surface with a clean, lint-free towel, then 
remove backing to expose the adhesive.

Apply pressure-sensitive vinyl to prepared 
surface, then squeegee pre-mask surface 
using overlapping strokes.

To expose die cut lettering, pull  
pre-masking away at an angle using a 
continuous motion. If bubbles occur,  
prick with a needle and smooth.  
Do not use a knife or razor.

1 2 3

(PART# M-6985)

 in a Duxone customer’s mixing room. mixing room. mixing

• Folleto de producto E-R5986

• Tapete para mostrador E-R6002

• Gráfi o del producto E-R6003

• Guía de bolsillo E-R5987

• Acuerdo de garantía E-R6013

• Kit de identifi ación de equipo M-6985

Las hojas de datos técnicos de productos y las fichas de datos de seguridad (SDS, por 
sus siglas en inglés) se pueden ver y descargar de duxone.us.

GARANTÍ A DE PINTURA
Respaldamos nuestros productos con una Garantía de pintura garantizando la credibilidad y 
la confia za de nuestros clientes en nuestros productos.



1.855.6.AXALTA
duxone.us
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